[

Capacity: 3 packs of standard bulk tissue 4.375" x 3.5” BP30?'00
(111mm x 89mm) White

CONSTRUCTION
Material: Tough, easy to clean industrial plastic
Locks: Generic, fixed or proprietary key available
ADDITIONAL FEATURES

*» Dispenses sanitary, single sheets

BP305-00
Smoke

Compact design and easy loading to
save labor




STANDARD

BP305-00

Bulk Pack Tissue Dispenser

Economical dispensing of interleaved bath tissue in a compact design that
fits any washroom

. e . Dispenser Dimensions
Dispenser Specifications:

Finish/Color: White cover and back housing
Transparent smoke gray cover

(WwiLyg) , LEL

and light gray back housing

4 490" ) 4 6.74" >
(124mm) (171mm)

Sheet Dimensions

Paper Specifications: 44375 (11Imm))
Paper Capacity: Accommodates 3 packs of “
standard bulk tissue 2

Sheet Width: 4.375” (111mm) max 3

Sheet Depth: 3.5” (89mm) 2

Shipping Configurations

Shipping Specifications: ~ <

Weight in Case: 2.1 Ibs (1.0kg) @iﬁg\} @f’;};‘?’

Case Dimensions \%\‘,,u" N
(LxW xH): 13 1%6" x5 %" x 7 76" <

(354mm x 137mm x 189mm) Q@»‘g\gﬁ\g\:\}’

Units per Case: 1 Ess\?ﬁii;ii;

North America §§§i=ii=i=ii 86 13/16" 94 /4"
Cases/Pallet™ 324 Essiigii;iii (220.5cm) (239.3cm)
Weight/Pallet*:  725.4 Ibs (329.0kg) N\§§iligliﬂ'}

International PN e a1 o
Cases/Pallet*: 297 (1oezem ' (1062cm '
Weight/Pallet*:  668.7 lbs (303.3kg) North America International

SKU: BP305-00

*Subject to change to maximize container load

Dispensing Solutions to grow your business!

Dispensing Dynamics offers the widest array of options in
the industry. We customize dispensing solutions to give you

the functional capabilities, proprietary lock-out features, and DlSpENS| NG DYN AMICS

aesthetic choices you need to support your business strategy.
INTERNATIONAL

Start dispensing value today!
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